


All sales by Stephany Associates Inc. and Stephany Supply are subject 
to the following terms and conditions. Terms or conditions appearing 
in buyer’s purchase orders that are contrary to the following, shall 
not be binding on either Stephany Associates Inc. or Stephany Supply 
unless specifically agreed to in writing.

Shipments:
All shipments are made F.O.B. shipping point. Delivery to the 
initial carrier constitutes delivery and passage of title to the buyer.

Delivery:
Scheduled ship dates given are best estimates. Stephany Associates 
Inc. and Stephany Supply will not be held liable in any form if these 
dates are not kept unless specifically agreed to in writing prior to 
order entry.

Requested shipped items will be sent best way via UPS or  
designated carrier on a prepaid and add basis. Air freight or bus  
shipments will be sent only on a C.O.D. basis.

Customer is responsible for checking all shipments for shortages 
and/or visible damage and advising the carrier of any discrepancies 
on the delivery receipt within 24 hours.

Terms:
All orders shall be cash, certified check unless credit terms have been 
approved. All major credit cards are accepted.

TERMS AND CONDITIONS

200 POPLAR STREET  •  PITTSBURGH, PA 15223

2019 COPYRIGHT

PLEASE VIST OUR WEBSITE FOR THE ELECTRONIC VERSION OF THIS CATALOG 
AND FOR WAREHOUSE SPECIALS!

sai-hvac.com

Payment:
All invoices are net thirty days from date of invoice. A service 
charge will be added after thirty days until full payment is received. 
Also all reasonable legal and collection fees shall be assessed in the 
event it becomes necessary to collect an indebtedness.

Warranty:
Stephany Associates Inc. and Stephany Supply make no 
expressed warranties as to the goods sold, but extends to the buyer 
the manufacturer’s standard warranty which is available on request.

Damages:
Stephany Associates Inc. and Stephany Supply shall not be liable for 
any direct, incidental, or consequential damages or losses of any kind 
resulting from the purchase or installation of any merchandise.

Returns:
All returned merchandise must be accompanied with proper return 
authorization forms or credit for the material will not be issued.

A 25% restocking/handling fee will be assessed upon all returned 
merchandise.

DISCLAIMER:
ALL SPECIFICATIONS AND PRICES ARE SUBJECT TO CHANGE. 
PLEASE CALL WAREHOUSE FOR PRICING UPDATE.
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T-SERIES CEILING VENTILATORS

Model T050H

Performance Data / Pricing

Features:
•     Compact, galvanized steel housing – attaches easily to wall  

or ceiling joists
•   Double strength mounting flanges with keyhole slots
•   Removable wiring cover – make connections away  

from tight corners
•  No electrical knockout to remove
•   Polymeric duct fitting with tapered sleeve for easy,  

positive duct connection
•   Quiet polymeric damper prevents cold backdrafts with  

no metallic clatter
•  Compact housing fits easily between wall studs
•   Double strength steel mounting flanges with keyhole slots for 

fast, sturdy installation 3” round duct connector
•   Internal plug type disconnect
• Speed Controller / Wall Mounted

Features:
•  6” round duct connector
•  Built-in backdraft damper
•   Ceiling mount UL listed for use over bathtubs 

and showers when connected to GFCI-protected 
branch circuit

•  HVI certified
•  High tech multi-speed EC motor
•  Telescoping mounting frame for quick and easy 
installation
•   Internal plug type disconnect
• Speed Controller / Wall Mounted

Model T110EH

Performance Data / Pricing
 Model  RPM AMPS Watts    CFM/SONES at Static Pressure (Inches W.G.)    Fan

 No.  @60HZ  /  ¹⁄z/ ¹⁄,  ¹⁄v C⁄, ¹⁄x b⁄, c⁄v m⁄, z Price 

 T050 1870 - 48 52 49 47 42 29      $135.00
         48 3.9 4.3 4.4 4.5 5.5     
 

 Model  RPM AMPS Watts    CFM/SONES at Static Pressure (Inches W.G.)    Fan

 No.  @60HZ  /  ¹⁄z/ ¹⁄,  ¹⁄v C⁄, ¹⁄x b⁄, c⁄v m⁄, z Price 

 T110E 940 0.3 8.4 110 110 109 100 62 28     $527.00
          <0.3 <0.3 1.4 2.3 3.0 3.6     
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Performance Data / Pricing

T-SERIES CEILING & INLINE/CABINET  VENTILATORS

Model T200-T300

Features:
•   20 gauge galvanized steel housing
•  8” round duct connector
•  Built-in backdraft damper
•  1∕2” acoustic insulation inside
•  May be installed in ceiling or wall, horizontally, vertically or inline
•   8-position mounting brackets for easy installation and greater 

adaptability to various mounting requirements
•   Ceiling mount UL listed for use over bathtubs and showers when 

connected to a GFCI-protected branch circuit
•   Inline models have a removable panel to allow easy access to 

the motor without disturbing ductwork
•  Single impact resistant centrifugal blower wheel
• White Polymetric Grille
•  Internal plug type disconnect
•  Speed controller included
•  Inline adaptor included

Model T500

Features:
•  20 gauge galvanized steel housing
•   41∕2” x 181∕2” duct connector with built-in automatic backdraft 

damper
•   1∕2” acoustic insulation inside
• May be installed in ceiling or wall, horizontally, vertically or inline
•  Painted white enamel steel grille
•  Two impact-resistant centrifugal blower wheels
•   8-position mounting brackets for easy installation and greater 

adaptability to various mounting requirements
•   Inline models have a removable panel to allow easy access to 

the motor without disturbing ductwork
•  Internal plug type disconnect
•  Speed controller included
•  Inline adaptor included

Performance Data / Pricing

*Panel replaces grille on inline models

*Panel replaces grille on inline models

 Model  RPM AMPS Watts    CFM/SONES at Static Pressure (Inches W.G.)    Fan

 No.  @60HZ  /  ¹⁄z/ ¹⁄,  ¹⁄v C⁄, ¹⁄x b⁄, c⁄v m⁄, z Price 

 T500 810 2.2 232 538 520 514 491 463 434 389 339 282 186 $706.00
         3.0 3.1 3.3 3.6 4.0 4.4 5.0 5.7 6.2 6.7  

 Model  RPM AMPS Watts    CFM/SONES at Static Pressure (Inches W.G.)    Fan

 No.  @60HZ  /  ¹⁄z/ ¹⁄,  ¹⁄v C⁄, ¹⁄x b⁄, c⁄v m⁄, z Price 

 T200 740 1.8 127 231 214 210 196 186 177 165 144 113 51 $430.00
         1.6 1.8 1.7 2.3 2.9 3.5 4.1 4.9 5.3 5.3 

 T300 905 2.6 212 312 309 308 303 296 287 273 254 219 125 $453.00
         2.8 2.9 2.9 3.3 3.5 3.9 4.3 4.7 5.1 5.6  
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Model T900-T1500

Features:
•  20 gauge galvanized steel housing
•  8” x 12” duct connector with built-in backdraft damper
•  1∕2” acoustic insulation inside
•   May be installed in ceiling or wall, horizontally, vertically or inline
•   8-position mounting brackets for easy installation and greater 

adaptability to various mounting requirements
•  Painted white enamel steel grille
•  Single impact-resistant centrifugal blower wheel
•   Inline models have a removable panel to allow easy access to 

the motor without disturbing ductwork
•  Internal plug type disconnect
•  Speed controller included
•  Inline adaptor included

T-SERIES CEILING & INLINE/CABINET  VENTILATORS

Performance Data / Pricing

*Panel replaces grille on inline models

 Model  RPM AMPS Watts    CFM/SONES at Static Pressure (Inches W.G.)    Fan

 No.  @60HZ  /  ¹⁄z/ ¹⁄,  ¹⁄v C⁄, ¹⁄x b⁄, c⁄v m⁄, z Price 

 T900 650 3 305 918 905 901 877 842 793 725 636 536 3901 $918.00
         3.8 4.0 4.1 4.0 4.2 4.3 4.4 4.9 5.3 5.3

 T1500 955 5 468 1578 1526 1513 1438 1371 1285 1198 1103 1000 816 $1155.00
         8.6 8.4 8.4 8.1 7.5 7.0 6.7 6.2 5.8 5.8 
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DOWNBLAST ROOF EXHAUSTERS–DIRECT DRIVE

Model DCRD

Features:
 • All DCRD fan list prices include bird screen,
  and wired NEMA 1 disconnect plug
 • Speed controller
 •  Standard motor is open drip-proof 115V 

single phase
 • Internal overload protection
 • Back Draft Dampers
 • Aluminum Base
 • UL705 standard

Dimensional Data

Model DCRD continued to next page.

     PSC MOTOR      Static Pressure (Inches W.G.)     Fan 

 SIZE MTR RPM 0 0.100 0.125 0.250 0.375 0.500 0.625 0.750 0.875 1.00 Price   
  HP  CFM CFM CFM CFM CFM CFM CFM CFM CFM CFM 
        BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone 

Performance Data / Pricing

 

        950 294 176 137  
       .00   3.0 .01   2.5 .01   2.7 
      1150 356 262 236   
        .01   4.4  .01   3.9  .01   4.1  
       1350 418 340 319 198   
        .01    5.8  .02    5.2  .02    5.1  .02    5.2                
  080B   1/8 1425 442 367 348 240 $580.00 
     IN    .02   6.4 .03   5.8 .02   5.6 .02   5.6 
       STOCK  1500 465 395 376 277  
        .02   6.9  .02   6.4  .02   6.2 .02   6.0  

         1575 488 422 404 312     
        .02    7.4  .02    7.2  .02   6.7  .02    6.9        

     1650 512 488 432 345 240       
        .02    7.9  .03    7.9  .03    7.5  .03    7.7 .03   7.3      

 Size   Fan Dimensions   Curb Damper 

  A B C D E Size Size  

 080B 18.50 15.63 2.06 15.12 17.00 15.5 X 15.5 10X10   

 100B 21.00 17.31 2.63 15.12 17.00 15.5 X 15.5 10X10    

 120B 27.50 22.38 3.63 22.00 20.00 18.5 X 18.5 14X14  

 160B 30.44 27.25 5.19 24.00 24.00 22.5 X 22.5 18X18  

 180B 38.38 30.25 5.06 30.00 30.00 28.5 X 28.5 24X24  

         500  430    
       .01  1.6 
     1/15 700  602       391   318    
        .01  3.7  .02 3.3  .01  3.1  
       860  740       581   534   229   
        .03  5.4 .03 4.8  .03  5.1  .02  4.4                   
 100B   1/8 1000  860      727   691   465 $861.00 
     IN    .04  7.0 .04 6.5 04  6.2 .04  5.9 
       STOCK  1160  989      885             855   687   467 
       .06  9.0 .07 8.6 .07  8.5 .07  8.5 .06  7.7 

       1450  1247     1158   1135   1015   877   713   524  

    1/3    .12  12.9 .13 12.9 .13  12.9 .13  11.6 .13   12.4 .13  11.4 .12  11.6     

     1750  1505     1432   1413   1317   1216   1103   977   834   677   517  
       .22  17.5 .22 17.5 .22  17.5 .23  16.7 .23  16.0  .23   16.7 .23  16.6 .22  15.7 .21  16.0 0.19  15.9 
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     PSC MOTOR      Static Pressure (Inches W.G.)     Fan  

 SIZE MTR RPM 0 0.100 0.125 0.250 0.375 0.500 0.625 0.750 0.875 1.00 Price 
  HP  CFM CFM CFM CFM CFM CFM CFM CFM CFM CFM 
        BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone 

DOWNBLAST ROOF EXHAUSTERS–DIRECT DRIVE

Model DCRD Con’t.

5.   Highlighted speeds indicate nominal speeds without speed control on PSC motors. All other speeds are intermediate 
speeds set with the solid-state speed controller.

6.  1/8 HP motor is 3-speed (1650 RPM/1500 RPM/1350 RPM).
7.   Speed control on PSC motors is available for ODP 115/60/1 only. PSC motors are wired at either the 1650 or the 

1500 RPM taps.

Notes:
1.  The AMCA Seal for sound ratings does not apply to units with speed control.
2.  Performance certified is for installation Type A: Free inlet, Free outlet.
3.  Performance ratings do not include the effects of appurtenances (accessories).
4.   Sound ratings shown are loudness values in fan sones at 5 ft. (1.5 m) in a hemispherical 
     free field calculated per AMCA Standard 301-90. Type A: Free inlet fan hemispherical sone levels.

Performance Data / Pricing

         500  572    
       .01  1.8 
     1/15 700  802   571   489   
       .02     3.9  .02    3.4  .02  3.2  
       860  985   806   756   450   
        .03  5.8  .04    4.8 .04  4.7 .04      4.8                   
  120B   1/8 1000  1145   995   723   418  $925.00 
     IN    .05   7.2 .06    6.7 .07  6.4 .06      6.4 
       STOCK  1160  1328   1201   1168   985   768   496 
        .08  9.4  .10    9.4  .10   9.0 .10      8.3  .10        8.0 .09       8.2 

        1450  1660   1560   1535   1399   1251   1085   902   682  

   1/3     .16  13.2 .18    13.2  .18    13.2  .19  11.9 .20  12.1 .20  12.5 .19  11.8 .18  11.9     

     1750  2004   1922   1901   1793   1678   1557   1427   1284   1132   968  
        .29  16.0  .31   18.0  .31  18.0  .33  17.9 .34   16.4 .35  16.7 .35  17.7 .35  16.7 .34  15.7 0.33  16.3 

        500  2165   1660   1512   440    
       .08  5.1 .06  4.5 .08  4.8 .05  4.2    
       1/2   700  3031   2693   2601   2096   1496   
     IN     .21  9.8  .22  9.5  .22  9.0 .23  9.1 .21  9.2 
        STOCK 860  3724   3454   3383   3005   2583   2115   1571  
        .38    13.8  .40    13.6  .40    13.6  .41    12.4 .42  13.6 .41  12.8 .37    13.6             

   180B    1000  433 0  4100   4041   3729   3392   3025   2631   2195   1696   879  $2518.00  
     1    .60   17.6 .62   17.6 .62    17.6 .64     17.1 .65   16.5 .66   17.5 .65   16.8 .62    17.1 .57   17.1 .43    15.3 
       1160  5023   4826   4776   4515   4239   3945   3633   3304   2954   2575   
        .94  23  .96     23  .96      23 .98      23 1.0     21 1.02     21 1.02  22 1.02  22 1.01      20 .97  21     

   1230  5326   5141   5094   4850   4594   4323   4038   3737   3422   3088  
      ---    1.12     25  1.14      25  1.14      25  1.17      25 1.19    25 1.20     23 1.22  23 1.22  25 1.22      24 1.20  23    

     1300  5629   5454   5410   5181   4942   4691   4428   4151   3862   3561  
        1.32     27 1.34      27  1.35      27 1.37      27 1.39   27 1.41     25 1.43  25 1.44     26 1.44      26 1.43  25 

         500  1394   936   782  
       .04  4.3 .04  3.6 .04  3.3 
       1/4 700  1952   1661   1577   1089   
     IN   .01  8.7  .12  7.6  .12  7.1 .12  6.9 
        STOCK 860  2398   2171   2109   1755   1346   854  
        .19  11.9  .21  11.9  .21  11.4  .22  10.3 .22      9.8 .19  9.9                 
 160B    1000   2788  2597   2546   2265   1941   1585   1197  $1356.00 
         .30  14.2 .32  14.2 .32  14.2 .34  12.2 .35  13.0 .34    12.3  .31  12.9  
       1/2  1160  3234   3071   3028   2801   2546   2262   1956   1644   1278 
        .46  17.5  .49  17.5   .49  17.5 .52  16.5 .54   16.2 .54  16.2 .54  15.4 .51  15.8 .47  15.9 

      1450  4043   3914   3881   3709   3525   3327   3114   2887   2647   2389  

     ---     .91     25  .94     25   .94  25   .98  25 1.01     23 1.04  22 1.06  22    1.06    23 1.06   23 1.05  22 
     1750  4879   4773   4746   4608   4464   4313   4153   3985   3810   3625    
        1.59     34  1.63      34  1.64    34  1.68  34 1.73    34 1.77  33 1.81  31 1.84    30 1.86    29 1.86  30 
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Features:
•  Efficiencies up to 85%
•  Constant efficiency as the motor speed is varied
•  Up to 66% energy savings over traditional PSC motors
•   Performance range comparable to a belt drive fan with 

reduced maintenance benefits of a direct drive fan
•   80% usable turndown range as compared with 40%  

maximum on PSC motors
•  Soft start gives fans smooth, quiet start
•     Lower operating temperatures result in longer life 

and reduces energy consumption
•   Heavy-duty ball bearings are permanently lubricated
•  Elimination of VFD results in lower initial cost

Model DCRD With GridSmartTM EC Motor

     EC MOTOR      Static Pressure (Inches W.G.)     Fan 

 SIZE MTR RPM 0 0.100 0.125 0.250 0.375 0.500 0.625 0.750 0.875 1.00 Price   
  HP  CFM CFM CFM CFM CFM CFM CFM CFM CFM CFM 
        BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone 

Notes:
1.   The AMCA Seal for sound ratings does not apply to units with speed control.
2.   Performance certified is for installation Type A: Free inlet, Free outlet.
3.   Performance ratings do not include the effects of appurtenances (accessories).
     the solid-state speed controller.

4.    Sound ratings shown are loudness values in fan sones at 5 ft. (1.5 m) in a hemispherical free field calculated per AMCA 
Standard 301-90. Type A: Free inlet fan hemispherical sone levels.

5.    Highlighted speeds indicate nominal speeds without speed control on PSC motors. All other speeds are intermediate 
speeds set with the solid-state speed controller.

6.   Speed control on PSC motors is available for ODP 115/60/1 only.

DOWNBLAST  ROOF EXHAUSTERS–EC

Performance Data / Pricing

Dimentional Data

Reference Diagram on page 7

 Size   Fan Dimensions   Curb  Damper

  A B C D E Size Size

 100BE 21.00 17.31 2.63 15.12 17.00 15.5 X 15.5 10X10  

 140BE 27.50 23.50 4.69 22.00 24.00 22.5 X 22.5 14X14

         500 430    
       .01   1.6 
      700 602 391 318   
        .01   3.7  .02    3.3  .01   3.1  
       860 740 581 534 229   
        .03    5.4  .03    4.8  .03    5.1  .02    4.4                
  100BE   1/4 1000 860 727 691 465  $1226.00 
     IN    .04   7.0 .04   6.5 .04   6.2 .04   5.9 
       STOCK  1160 989 885 855 687 467 
        .06   9.0  .07   8.6  .07   8.5   .07   8.5 .06   7.7 

       1450 1247 1158 1135 1015 877 713 524  
        .12    12.9  .13    12.9  .13    12.9  .13    11.6 .13   12.4  .13    11.4  .12   11.6     

     1750 1505 1432 1413 1317 1216 1103 977 834 677 517  
        .22    17.5   .22    17.5   .22    17.5   .23    16.7  .23   16.0   .23   16.7 .23   16.6  .22   15.7   .21   16.0  0.19   15.9 

         500 884 502 244    
       .02   2.9 .02  2.1 .02   2.1 
      700 1237 999 931 459   
        .04   6.3  .05   5.0  .05   5.1 .04   4.6 
       860 1520 1334 1283 994 573   
        .08    9.0  .08    8.3  .08    7.8  .09    7.5 0.8   7.0               
  140BE   3/4 1000 1767 1611 1569 1340 1067 688  $1391.00 
     IN     .13   11.0  .13    11.0   .13    10.6  .13    9.4 .13   8.7 .12   9.1 
       STOCK  1160 2050 1917 1882 1695 1488 1248 940 
          .20   14.3  .20   14.3   .20    14.3   .21    12.1  .21   12.3    .21    11.1 .19   11.6 

      1450 2562 2458 2431 2290 2138 1977 1805 1612 1391 1117  

        .39    19.6   .39    19.6   .39    19.6    .04    18.9  .04   17.4   .41    17.3 .41   18.4 .41  17.3 .39   17.0   .38   17.0    

     1750 3092 3006 2984 2872 2753 2628 2497 2362 2220 2066  
        .68    26  .69    26  .69    26  .70    26 .70    25 .71   24 .71   23 .72   23 .72   24 .72   24 
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UPBLAST ROOF EXHAUSTERS–EC

Features:
•  Efficiencies up to 85%
•  Constant efficiency as the motor speed is varied
•  Up to 66% energy savings over traditional PSC motors
•   Performance range comparable to a belt drive fan with 

reduced maintenance benefits of a direct drive fan
•   80% usable turndown range as compared with 40%  

maximum on PSC motors
•  Soft start gives fans smooth, quiet start
•     Lower operating temperatures result in longer life 

and reduces energy consumption
•   Heavy-duty ball bearings are permanently lubricated
•  Elimination of VFD results in lower initial cost

Model DCRW With GridSmartTM EC Motor

     EC MOTOR      Static Pressure (Inches W.G.)     Fan 

 SIZE MTR RPM 0 0.125 0.25 0.375 0.50 0.625 0.75 1.00 1.25  1.50 Price   
  HP  CFM CFM CFM CFM CFM CFM CFM CFM CFM CFM 
        BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone 

Notes:
1.  Performance certified is for Installation Type A: Free inlet, free outlet.
2.  Power rating (BHP) does not include transmission losses.
3.  Performance ratings do not include the effects of appurtenances (accessories).
4.  The sound ratings shown are loudness values in fan sones at 5 ft. (1.5 m) in a hemispherical free field calculated per AMCA Standard 301.
5.  Values shown are for Installation Type A: Free inlet hemispherical sone levels.
6.  All sizes are available with variable speed control.

Performance Data / Pricing

Dimensional Data

Reference Diagram on page 11

       860 1109 982 862 691 
     3/4      .06   6.3 .07   5.6 .07   5.5 .07   4.9 
  120BE   IN  1160 1485 1399 1309 1225 1122 997  $1479.00
     STOCK    .16   10  .17  9.9  .17   8.6 .18   8.5 .18   9.2 .18   8.8 
       1750 2256 2190 2127 2065 2006 1950 1895 1773 1620 1448  

        .54    18.5  .56    18.5  .57    18.5  .58    17.5 .59   16.4 .60   16.4 .61   15.5 .62   16.0 .63    17.1 .62     16.0 
    

 Size   Fan Dimensions    Curb Damper  

  A B C E  Size Size  

 120BE 30.00 27.19 28.00 24.00  22.5 X 22.5 18X18  
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UPBLAST ROOF/WALL EXHAUSTERS–DIRECT DRIVE

Models DCRW

     PSC MOTOR      Static Pressure (Inches W.G.)     Fan  

 SIZE MTR RPM 0 0.125 0.25 0.375 0.50 0.625 0.75 1.00 1.25  1.50 Price   
  HP  CFM CFM CFM CFM CFM CFM CFM CFM CFM CFM 
        BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone BHP   Sone 

Notes:
1.  Performance certified is for Installation Type A: Free inlet, free outlet.
2.  Power rating (BHP) does not include transmission losses.
3.  Performance ratings do not include the effects of appurtenances (accessories).
4.  The sound ratings shown are loudness values in fan sones at 5 ft. (1.5 m) in a hemispherical free field calculated per AMCA Standard 301.
5.  Values shown are for Installation Type A: Free inlet hemispherical sone levels.
6.  All sizes are available with variable speed control.

Features:
 • Upblast design
 • All DCRW fan list prices include bird screen,
  and wired NEMA 1 disconnect plug
 • Speed controller
 • Standard motor is open drip-proof 115V single phase
 • Internal overload protection
 • UL705 standard
 • Wall or Roof mount
 • Back Draft Damper

 Size  Fan Dimensions   Curb  Damper  

  A B C E Size Size  

 082B 22.00 24.44 18.00 17.00 15.5 X 15.5 10X10   

 110B 30.00 28.31 28.00 24.00 22.5 X 22.5 18X18    

 140B 30.00 27.68 28.00 24.00 22.5 X 22.5 18X18  

 180B 36.00 27.25 30.00 30.00 28.5 x 28.5 24X24  

Performance Data / Pricing

Dimensional Data

       1/8 860 1676 1512 1358 1155  
         .11   8.6 .12   7.8 ,13   7.3 .13   7.7  
    140B   1/2 1160 2261 2138 2019 1907 1785 1634 1465   $1384.00
     IN STOCK    .27    13.6 .29   13.6 .30   12.0 .31   11.2 .32   11.8 .32   12.2 .32   11.1 
         --- 1750 3411 3329 3248 3168 3089 3012 2938 2786 2608 2397 
      .94     27 .96   27 .98   27 1.0   26 1.02      24 1.04     22 1.06      21 1.09   21 1.10   22 1.10   22 

       1/8 860 805 698 566   
         .04   4.9 .05   4.3 .05   4.5  
    110B   1/8 1160 1086 1008 926 833 720 537   $1124.00
      IN STOCK    .10    8.2  .11  8.0  .11   7.0 .11   7.2 .11   7.0 .10   6.1 
       1/2 1750 1638 1588 1536 1482 1427 1371 1311 1173 1005   
        .35    15.7  .36    15.7  .37    15.7  .37    14.2 .38   13.5 .38   12.9 .39   12.9 .39  14.0 .39   12.1  

   082B   1/8 1160 494 424 244 320    $686.00
      IN STOCK   .10   6.6 .02  2.1 .10  6.2 .10   6.1  

       1/2 860 2866 2685 2504 2321 2091 1839 1550   
         .29   11.9 .31  11.9 .32    10.6 .33   9.6 .34   10.1 .34   9.9 .33   8.8 
    180B   1 1160 3665 3524 3382 3240 3102 2955 2780 2389 1831 $2231.00
     IN STOCK    .61   16.4 .63   16.4 .65   16.7 .66   15.5 .68   14.8 .69   14.2 .71   14.7   .71    15.1    .68     13.2 
       --- 1750 4666 4554 4443 4331 4219 4109 4000 3773 3496 3188 
     1.25      23 1.28      23 1.30      23 1.33      23 1.35      22 1.37      22 1.39     22 1.43      22 1.46     23 1.48     23 
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   PSC MOTOR       Static Pressure (Inches W.G.) 

 SIZE MTR RPM MAX 0 0.125 0.25 0.375 0.50 0.625 0.75 1.00 1.25  1.50 1.75 2.0 Fan    

   HP  BHP CFM CFM CFM CFM CFM CFM CFM CFM CFM CFM CFM CFM Price 
        Sone Sone Sone Sone Sone Sone Sone Sone Sone Sone Sone  Sone 

SQUARE INLINE–DIRECT DRIVE

Features:
 • Fan housing constructed of heavy 20 gauge steel
 • Fan wheels are backward inclined type, constructed 
  of 100% aluminum
 • Motors are UL Recognized
 • Heavy duty bearings 
 • Back Draft Damper
 • Speed Controller
 • Disconnect Switch

Model DSI

  
 Size    Fan Dimensions      Damper 

  A B C D E F  G H  Size  

 120A 21.50 19.38 15.88 1.00 20.00 22.06 11.13 17.00  16 X 16

 150A 24.00 23.82 19.88 1.00 22.50 26.38 13.29 21.31  20 X 20

Notes:
1.   Performance certified is for Installation Type B: Free inlet, ducted outlet.
2.   Performance ratings do not include the effects of appurtenances (accessories).
3.   The sound ratings shown are loudness values in fan sones at 1.5m (5 ft.) in a hemispherical free field calculated per AMCA International Standard 301.
4.   Values shown are for Installation Type B: free inlet hemispherical sone levels.

Performance Data / Pricing

Dimensional Data 

  1/8 860 0.07  1047 951 830 586          
        5.8 5.3 5.1 4.3       

 120A 1/4 1150 0.18  1412 1344 1268 1183 1079 923       $1354.00  
   IN STOCK     2.3 9.3 8.1 7.7 8.3 6.9      
  3/4 1750 0.20  21.32 2087 2041 1993 1942 1889 1834 1709 1551 1288     
        17.9 17.9 17.9 17.7 16.5 15.5 14.8 15.6 16.1 14.2 

$1732.00

  1/4 860 0.20  1913 1798 1668 1513 1286         
        8.5 8.5 7.1 7.5 6.7           
  1/2 1160 0.50  2580 2497 2409 2315 2213 2099 1955 1514      
 150A  IN STOCK     13.5 13.5 13.3 11.9 11.3 11.4 12.1  10.0 

   1200 0.55 2669 2589 2504 2414 2317 2212 2091 1741      
   1 1/2     20 20 20 20 19.3 18.2 17.5 17.2 18.3 17.0 

   1750 1.72  2392 3838 3783 3726 3667 3607 3545 3414 3273 3116 2931 2699  
        26 26 26 26 26 25 24 22 22 22 23 22 
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AXIAL PROP–DIRECT DRIVE

Model TCPE

Features:
•    TCPE spun panels are constructed of 16-gauge G90 galvanized 

steel. Prepunched panel holes for easy mounting.
•   The standard motor mount also serves as a motor side guard 

that complies with OSHA standards. The motor mount/guard is 
secured to the fan panel with captivated nut inserts that allow 
for easy servicing without the removal of the full panel after 
installation. All ODP and TE motors are custom engineered and 
come in a variety of standard voltages. All single phase 115V 
ODP motors can be used with a variable speed controller.

•    Steel guards are zinc plated to inhibit corrosion.
•    Disconnect Switch
•    Backdraft Damper
•    Speed Controller
•    Wall Collar

Notes:
1.   Performance ratings do not include the effects of appurtenances (accessories).
2.   Performance certified is for installation Type A: Free inlet, free outlet.
3.   Speed (RPM) shown is nominal. Performance is based on actual speed of test.
4.    The sound ratings shown are loudness values in fan sones at 5 ft. (1.5m) in a hemispherical free field calculated per 

AMCA Standard 301. Values shown are for installation type A: free inlet hemispherical sone levels

   * TCPE custom engineered motors have been tested with a full load current and in some instances the amperage may  
       be greater than the nameplate value. These motors still fall within NEMA recommended standards and will not 

Dimensional Data

Performance Data / Pricing

$1732.00

101A 1/8 1500 135 - 6.6 882 791 751 483 442 195     $1047.00 

121A 1/8 1500 155 - 8.6 1366 1234 1193 696 549       $1155.00  

161A 1/4 1100 350 - 9.2 2680 2487 2427 1899 1438 1164 519  $1391.00 

182A 1/2 1700 750 - 21 4672 4513 4474 4278 4203 4083 3783 3572 $1550.00     

  PSC MOTOR  MAX      Static Pressure (Inches W.G.) 

 SIZE MTR NOMINAL POWER MAX SONES         Fan      

   HP RPM WATTS BHP @0’ SP 0” .100” .125” .250” .300” .375” .500” .625” Price 

     SIZE A B.I.D C D F R X Y DAMPER PROP MIN. WALL     WALL COLLAR   
  (IN.) (IN.) (IN.) QTY.  RAD. MAX. MAX. SIZE DIA. OPENING SQ A B C D          

     101A 13.25 10.38 1.50 8 5.00 .75 11.25 13.25 12 X 12 10.00 15.75 15.50 14.00 12.63 14.00 

     121A 18.25 12.38 2.00 8 6.50 .875 11.50 13.50 15 X 15 12.00 18.75 18.50 14.00 15.63 17.00 

     161A 23.25 16.50 3.00 12 9.00 1.13 19.00 21.00 20 X 20 16.00 23.75 23.50 14.00 20.63 22.00 

     182A 25.25 18.50 3.00 12 10.00 1.25 19.00 21.00 22 X 22 18.00 25.75 25.50 14.00 22.63 24.00 
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 755 1065 1305 1505 1860 2130 2375 2605 

 1290 1820 2225 2570 3175 3640 4080 4455 

  

  

GRAVITY RELIEF VENTILATORS

Dimensional Data

Performance Data / Pricing

Model GRV

Model MGR

Flat Roof Caps
 • Spun aluminum construction
 • Curb mounting
 • Rigid wire birdscreen

Features:
• Galvanized construction
 • Birdscreen

 24X24 30X30 5 17.24 38 X 39 4 4.5 900 1350 1800 2250 2700 3150 3600 4050 4500 4950 5400 

 

Ducted Static Pressure Drop (in. w.g.)

Unducted Static Pressure Drop (in. w.g.)

Hood Velocity (ft/min)

CFM

Throat 
Size 

(AxB)

Throat 
Area 
(ft2)

Hood 
Area 
(ft2)

Curb Cap 
Size

(CxD)

Base
Height

(E)

Hood
Height

(F)

Hood
Size

(GxH)

 575 810 980 1140 1390 1610 1800 1970 

 090B 9.00 .44

 160B 16.25 1.44

 210B 21.25 2.46

 525 740 905 1045 1290 1480 1650 1810 

Throat 
Size 

(AxB)

Curb Cap 
Size

(CxD)

Base
Height

(E)

NECK VELOCITY
(FPM)

Pressure Drop (IN.W.G)
 .031 0.62 .093 .125 .187 .250 .312 .375 

 255 355 430 500 610 710 790 865 

 830 1165 1410 1640 2000 2320 2590 2835 

 1415 1995 2410 2805 3420 3960 4430 4845 

 230 325 400 460 570 650 725 795 

RELIEF
CFM

RELIEF
CFM

RELIEF
CFM

RELIEF
CFM

RELIEF
CFM

RELIEF
CFM

RELIEF
CFM

RELIEF
CFM

INTAKE
CFM

INTAKE
CFM

INTAKE
CFM

INTAKE
CFM

INTAKE
CFM

INTAKE
CFM

INTAKE
CFM

INTAKE
CFM

 200 300 400 500 600 700 800 900 1000 1100 1200

 .005 .011 .02 .031 .045 .016 .08 .101 .125 .151 .179

 .002 .006 .01 .016 .022 .031 .04 .05 .062 .075 .09

Price

$277.00

$405.00

$561.00

     Fan Dimensions    Damper Curb Neck Area

 Size A B C D E F  Size Size (SQ FT)

 90B 22.50 8.25 1.50 2.00 16.50 9.00 10x10 15 x 15 .44 

 160B 27.50 12.25 3.00 2.00 24.00 16.25 18x18 22.5 x 22.5  1.44

 210B 32.25 12.75 4.50 2.00 29.50 21.25 24x24 28 x 28  2.46 

 

Price

$680.00
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$680.00

FAN ACCESSORIES

Round Wall Cap SL20 (10” RD) Sloped Roof Jack

Type BSS Spring Hanger For 1” Deflection

 Model Max. Load Lbs. Price

 RVD-1A 45 $31.00

 RVD-1B 110 $31.00

 RVD-1C 210 $31.00

 RVD-1D 340 $31.00

Type BRD Rubber-In-Shear Hanger

Type XLS Vibration Isolator For 1” Deflection Cork Rib Pad

 Model Max. Load Lbs. Price

 BSS-50 50 $82.00

 BSS-100 100 $82.00

 BSS-150 150 $82.00

 BSS-200 200 $82.00

 Model Max. Load Lbs. Price

 BRD-1A 60 $84.00

 BRD-1B 130 $84.00

 BRD-1C 250 $84.00

 BRD-1D 430 $84.00

 Model Max. Load Lbs. Price

 XLS-50A 50 $126.00

 XLS-100A 100 $126.00

 XLS-150A 150 $126.00

 XLS-200A 200 $126.00
 Model Size Price

 Shear Flex Pad 18” x 18” $178.00

 Model Size Price

 Cork Rib Pad 18” x 18” $370.00

 Model Price  

4” Round Wall Cap (Aluminum) $14.00

6” Round Wall Cap  (Aluminum) $53.00

8” Round Wall Cap  (Galvanized) $101.00

SL20 Roof Jack (Sloped) $150.00

Type RVD Rubber-In-Shear Vibration Isolator

Shear Flex Pad

VIBRATION ISOLATORS
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 Unit CFM                              Imperial Units (inches)             

 Size Range                       Outlet  Inlet Length Bare Box 

   W H A L  

 6” 0-550 10” 10” 6” 21” $241.00
 8” 0-1100 12” 12¹⁄x” 8” 21” $288.00
 10” 0-1840 14” 12¹⁄x” 10” 21” $303.00
 12” 0-2500 18” 12¹⁄x” 12” 21C⁄v” $312.00
 14” 0-3125 24” 12¹⁄x” 14” 21C⁄v” $386.00
 16” 0-3725 28” 12¹⁄x” 16” 21C⁄v” $409.00

Features:
• Steri-Liner internal insulation
 • 22 gauge zinc coated steel housing.
  Mechanically sealed and gasketed, leak   
  resistant construction
 • Rectangular discharge opening    
  with slip and drive cleat duct connection
 • Control assembly will be supplied as   
  illustrated on right hand side unless   
  specified otherwise
 • Gauge taps are standard
• Control Enclosure
• Removable multi-point 
  Diamond Flow Senor

SINGLE DUCT VAV TERMINALS

Model V30HWC2 Unit Size Width Height 2 Row Coil
 6” 10” 10” $166.00
 8” 12” 12¹⁄x” $178.00
 10” 14” 12¹⁄x” $196.00
 12” 18” 12¹⁄x” $232.00
 14” 24” 12¹⁄x” $281.00
 16” 28” 12¹⁄x” $295.00

Model D3001

 SCHEDULE TYPE:
 PROJECT:
 ENGINEER:
 CONTRACTOR:

Nailor Industries Inc. reserves the right to change any information concerning product or pricing without notice.

 DATE B SERIES SUPERSEDES  DRAWING NO.

 3 - 12 - 18 3000 7 - 17 - 17 D3001-1

Page 1 of 2.
Dimensions are in inches (mm).

SINGLE DUCT TERMINAL UNIT 
DIGITAL OR ANALOG ELECTRONIC CONTROLS
PRESSURE INDEPENDENT
CONSTANT OR VARIABLE VOLUME
MODELS: D3001 AND A3001

Dimensional Data

• 22 ga. (0.86) zinc coated steel casing, 
mechanically sealed, low leakage 
construction.
• 16 ga. (1.63) corrosion-resistant steel 
inclined opposed blade damper with 
extruded PVC seals (single blade on size 
4, 5, 6). 45° rotation, CW to close. Tight 
close-off. Damper leakage is less than 
2% of the terminal rated airflow at 3" w.g. 
(750 Pa). 
• 1/2" (13) dia. plated steel drive shaft. 
An indicator mark on the end of the shaft 
shows damper position. 
• Multi-point averaging Diamond 
Flow Sensor. Aluminum construction. 
Supplied with balancing tees.
• Rectangular discharge with slip and 
drive cleat duct connection.
• Full NEMA 1 type controls enclosure 
for factory mounted controls.

• 3/4" (19), dual density insulation, 
exposed edges coated to prevent air 
erosion. Meets the requirements of 
NFPA 90A and UL 181.
• Right-hand controls location is standard 
(shown) when looking in direction of 
airflow. Optional left hand controls 
mounting is available.
• Model D3001 can be installed 
horizontally, vertical or at any angle. 
Operation is not affected by position.

Controls: 
q Digital (Nailor EZvav).
q Digital (by others).
q Analog (by Nailor).
See separate submittal.

Options and Accessories:
q Steri-liner.
q Fiber-free liner.
q Solid metal liner.
q Perforated Metal Liner.
q 1" (25) liner.
q Bottom access door.
q 24 VAC control transformer.
q Toggle disconnect switch.
q Hanger brackets.
q Controls enclosure for field mounted 

controls.
q Dust tight enclosure seal.
q 20 ga. (1.00) construction.
Seismic Certification:
q SSI (Standard)
q OSHPD
q Special Features: _____________ .

W
15 1/2" (394)

14" (356)6"
(152)

11"
(279)

5 1/2"
(140)

1/2"
(13)

H
AIRFLOW

CONTROLS ENCLOSURE 
FOR FACTORY 

MOUNTED CONTROLS 

INLET: ROUND,
FLAT OVAL OR
RECTANGULAR

MULTI-POINT
AVERAGING

FLOW SENSOR

DAMPER 
DRIVESHAFT 

W6"
(152)

1/2"
(13)

H

SLIP AND DRIVE CONNECTION

OPTIONAL
ACCESS DOOR

* Maximum airflow limit is based upon 1.5" w.g. (373 Pa) max. differential pressure signal from 
Diamond Flow Sensor. 

Unit 
Size

Airflow Range * 
cfm (l/s) W H Inlet

Size
4 0 – 225 (0 – 106) 10 (254) 10 (254) 3 7/8  (98) Round
5 0 – 400 (0 – 189) 10 (254) 10 (254) 4 7/8 (124) Round
6 0 – 550 (0 – 260) 10 (254) 10 (254) 5 7/8 (149) Round
7 0 – 800 (0 – 378) 12 (305) 12 1/2 (318) 6 7/8 (175) Round
8 0 – 1100 (0 – 519) 12 (305) 12 1/2 (318) 7 7/8 (200) Round
9 0 – 1400 (0 – 661) 14 (356) 12 1/2 (318) 8 7/8 (225) Round

10 0 – 1840 (0 – 868) 14 (356) 12 1/2 (318) 9 7/8 (251) Round
12 0 – 2500 (0 – 1180) 18 (457) 12 1/2 (318) 12 15/16 x 9 13/16 (329 x 249) Oval
14 0 – 3125 (0 – 1475) 24 (610) 12 1/2 (318) 16 1/16 x 9 13/16 (408 x 249) Oval
16 0 – 3725 (0 – 1758) 28 (711) 12 1/2 (318) 19 3/16 x 9 13/16 (487 x 249) Oval

24 x 16 0 – 8330 (0 – 3931) 38 (965) 18 (457) 23 7/8 x 15 7/8 (606 x 403) Rect.

Standard Features:

Listed
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RNS3 Features:
 • All steel construction
 • Three concentric cones
 • White powder coat finish
 • Made in USA
 • Frame compatible with standard
  1” or narrow 9/16” flat T-Bar
• RNS 12”X12”  
  four concentric cones

Model RNS3

LOUVERED FACE DIFFUSERS

Features:
 • Round neck
 • All steel construction
 • Double-skinned face plate
 • Wrapped panel
 • White powder coat finish
 • 12 x 12 surface mount
 • 24 x 24 lay-in frame
• Frame compatible with standard 1” or narrow 9/16” flat T-Bar

CM = CEILING MODULE

D - 1/8" (3)

CM - 1/4" (6)

N

A

9 3/8" x 9 3/8" (238x 238) OR 17 1/2" x 17 1/2" (445 x 445)

D = NOMINAL DUCT DIA.

C

 CFM 12” x 12” Surface Mount 24” x 24” Lay-In Panel  Radial Blade Butterfly
 Range Size Price Size Price Damper Damper  
 100-200 6” Neck $43.00 6” Neck $58.00 $14.00 $17.00
 200-360 8” Neck $43.00 8” Neck $58.00 $16.00 $21.00
 550-550   10” Neck $58.00 $17.00 $26.00
 550-780   12” Neck $58.00 $18.00 $33.00
 800-1200   14” Neck $58.00  $40.00
 12” x 12” Plaster Frame – $30.00     
 24” x 24” Plaster Frame – $44.00     

 CFM 12” x 12” Surface Mount 24” x 24” Lay-In Panel Radial Blade Butterfly
 Range Size Price Size Price Damper Damper  
 100-200 6” Neck $67.00 6” Neck $62.00 $14.00 $17.00
 150-350 8” Neck $67.00 8” Neck $62.00 $16.00 $21.00
 250-550    10” Neck $62.00 $17.00 $26.00
 400-700    12” Neck $62.00 $18.00 $33.00
 600-1000    14” Neck $62.00  $40.00
 12 x 12 Plaster Frame – $30.00
 24 x 24 Plaster Frame – $44.00

Model UNI 2

ARCHITECTURAL PLAQUE DIFFUSERS

CM = CEILING MODULE

D = NOMINAL DUCT DIA.

D - 1/8" (3)

CM - 1/4" (6)

N

1 1/4" (32)

A

Type L Lay-In T-Bar

Type L Lay-In T-Bar
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Opposed Blade Damper

DIFFUSER ACCESSORIES

• Screwdriver operated
• Steel
• Mill finish standard

 Size Price   
 6” x 6” Neck $17.00
 9” x 9” Neck $22.00
 12” x 12” Neck $24.00
 15” x 15” Neck $34.00

 • Round neck damper
•  Steel
 • Mill finish standard

 • Premium performance
 • Adjustable friction pivots hold the 
     blades at the required setting
• Steel

 • Aluminum construction
 • To use any lay-in diffuser for surface  
  mounting
 • White powder coat finish

 • Econmical and light- weight design
 • Fits standard grille size
 • Easy installation site on ceiling grid
 • Compact design takes up minimal space  
  in return plenum
 • 1” (25) fiberglass insulation (standard)
•  Sight Proof
•   Reduces return air sound transmission 

by up to 10 DB with no added  
pressure drop

 Size Price   
 6” Neck $14.00
 8” Neck $16.00
 10” Neck $17.00
 12” Neck $18.00

 Size Price   
 6” Neck $17.00
 8” Neck $21.00
 10” Neck $26.00
 12” Neck $33.00
 14” Neck $40.00

Radial Blade Damper

Butterfly Damper

Plaster Frame

Return Air Crosstalk Attenuator    Size  Price 
   12” x 12”  $100.00
   24” x 12”   $116.00
   24” x 24”   $150.00

    

       Size  Price 
   12” x 12”  $30.00
   24” x 12”   $39.00
   24” x 24”   $44.00
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 Size Type Mount Price
 25” x 14” Surface $101.00
 25” x 16” Surface $113.00
 20” x 20” T Bar $120.00
 25” x 20” Surface $138.00
 44” x 20” T Bar $265.00

TYPE S = LISTED SIZE + 3 3/4" (95) 

TYPE L = CEILING MODULE - 1/4" (6) 
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MODELS:
61FB45, 61FB55
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MODEL:
61FBS

3/4" (19)

CFM range is only a guide. Maximum at 35 NC and 0.10” SP
*Note: OBD Damper made in multiple sections

      Opposed Blade
 Size CFM Range Model 61DV Damper 
 6” x 6” 55-220 $29.00 $17.00
 8” x 6” 80-320 $29.00 $17.00
 8” x 8” 115-470 $33.00 $17.00
 10” x 4” 250-350 $29.00 $22.00
 10” x 6” 100-410 $33.00 $22.00  
 10” x 8” 140-500 $33.00 $22.00
 10” x 10” 180-620 $37.00 $22.00
 12” x 6” 115-470 $33.00 $22.00
 12” x 8” 180-620 $37.00 $24.00
 12” x 10” 205-800 $39.00 $24.00
 12” x 12” 270-920 $43.00 $24.00
 14” x 6” 140-500 $37.00 $25.00
 14” x 8” 205-750 $39.00 $25.00
 14” x 10” 245-970 $43.00 $25.00
 16” x 6” 220-840 $39.00 $27.00
 16” x 8” 245-900 $43.00 $28.00
 16” x 10” 270-1080 $47.00 $28.00

Features:
 • Double deflection supply C⁄v  spacing
 • Adjustable blades - Vertical Front Bars
 • Opposed blade damper (optional)
 • White powder coat finish
• Screws provided

      Opposed Blade
 Size CFM Range Model 61DV Damper

 16” x 16” 480-1500 $67.00 $34.00
 18” x 6” 245-900 $43.00 $28.00
 18” x 8” 270-920 $47.00 $30.00
 18” x 10” 320-1280 $53.00 $31.00
 18” x 12” 400-1340 $57.00 $33.00
 20” x 6” 205-750 $47.00 $30.00
 20” x 8” 245-900 $51.00 $31.00
 20” x 10” 335-1420 $57.00 $33.00
 24” x 6” 320-1100 $53.00 $33.00
 24” x 8” 355-1180 $57.00 $34.00
 24” x 10” 400-1340 $65.00 $36.00
 24” x 12” 540-1600 $71.00 $37.00
 24” x 24” 1080-3000 $146.00 $71.00
 30” x 8” 420-1300 $75.00 $56.00
 30” x 12” 680-1900 $93.00 $59.00
 36” x 12” 835-2400 $113.00   $66.00*
 36” x 18” 1290-3500 $162.00   $80.00*

 Features:
• Hinged Frame
 • Accepts 1” Filter (Not   
  Included)
 • White powder coat finish

 LISTED SIZE + 1 3/4" (44)
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FILTER GRILLES

Model 61DV

Model 61FB45
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 Features:
• Single deflection return
 • Fixed 45° blades C⁄v” spacing
 • White powder coat finish
 • Horizontal front blades

    Opposed Blade
 Size CFM Range Model 6145H Damper 
 6” x 6” 36-150 $15.00 $17.00 
 8” x 6” 52-200 $19.00 $17.00
 8” x 8” 78-250 $23.00 $17.00
 10” x 6” 68-230 $23.00 $22.00  
 10” x 8” 92-300 $25.00 $22.00
 10” x 10” 120-360 $27.00 $22.00
 12” x 6” 78-250 $23.00 $22.00
 12” x 8” 120-360 $27.00 $24.00
 12” x 10” 138-483 $27.00 $24.00
 12” x 12” 182-500 $29.00 $24.00
 14” x 6” 92-300 $27.00 $25.00
 14” x 8” 138-400 $27.00 $25.00
 14” x 10” 762-486 $29.00 $25.00
 14” x 12” 450-780 $33.00 $27.00
 14” x 14” 236-600 $37.00 $30.00
 16” x 8” 162-450 $29.00 $28.00
 16” x 10” 182-455 $33.00 $28.00
 16” x 12” 236-600 $37.00 $30.00
 16” x 16” 320-780 $43.00 $34.00
 18” x 8” 182-500 $29.00 $30.00
 18” x 10” 214-642 $37.00 $31.00

    Opposed Blade
 Size CFM Range Model 6145H Damper 
 18” x 12” 268-670 $37.00 $33.00
 18” x 18” 380-840 $53.00 $40.00
 20” x 8” 180-500 $33.00 $31.00
 20” x 10” 236-708 $37.00 $33.00
 20” x 20” 820-1180 $65.00 $49.00
 22” x 10” T-Bar 250-700 $37.00 $34.00  
 22” x 22” T-Bar 1000-1400 $75.00 $56.00  
 24” x 8” 236-600 $37.00 $34.00
 24” x 12” 360-840 $43.00 $37.00
 24” x 16” 490-1225 $57.00 $43.00
 24” x 24” 1083-1450 $89.00 $71.00
 30” x 12” 416-980 $57.00 $59.00
 30” x 16” 622-1260 $71.00  

 36” x 12” 556-1200 $71.00 $66.00*
 36” x 18” 858-1700 $100.00 $80.00*
 36” x 24” 1116-1900 $138.00 $111.00*
 36” x 36” 1600-2800 $236.00 $160.00*
 46” x 22” T-Bar 1400-2400 $170.00  

 48” x 24” 1400-2400 $142.00 $142.00*

CFM range is only a guide. Maximum at 35 NC and 0.10” SP
*Note: OBD damper made in multiple sections

 LISTED SIZE + 1 3/4" (44)
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Concealed reinforcing mullions on 45 degree models. 

RETURN GRILLES

Model 6145H
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Features:
• Designed for T-bar lay-in ceilings
 • Adjustable “Wiper Blade” pattern controllers with 1” slots
 • Internally insulated with 1/4” coated fiberglass

  CFM 
 Size Range Price    
 24” x 2 Slot 50-250 $73.00 
 48” x 2 Slot 100-500 $139.00

Features:
 • Extruded aluminum design
 • 1” slot width, 2 slot
 • Join units together for continuous appearance
 • Factory plenums available
 • End caps (par) included
 • “Ice Tong” pattern controller

W 1 1/4"
(32) TYP.*

D
 - 

1/
8"

 (3
)

1 1/2" (38)

 OPTIONAL
INTERNAL INSULATION

NOMINAL LENGTH

1/4" (6)

W

 11"
(279)

OPTIONAL 5300MP
MODIFIED PLENUM

1" (25)

*4" (102) WITH OPTIONAL ID INLET DAMPER

Features:
 • Low profile design
 • Fiberglass liner
 • Engineered performance

  CFM   Price Plaster
 Length Range Inlet # of Slots Each Frames  
 24” x 2 Slot 100-225 6” round 2 $84.00 $21.00
 48” x 2 Slot 150-350 8” round 2 $116.00 $33.00
 48” x 4 Slot 200-550 10” round 4 $188.00 $39.00

                   Plenum   
 Size W H Inlet Price   
 24” x 2 Slot 4¹⁄v” 11” 6” $52.00
 48” x 2 Slot 4¹⁄v” 11” 8”  $81.00

Model 5010

LINEAR SLOT DIFFUSER & INSULATED PLENUMS

Model 5310I

PLENUM SLOT DIFFUSER  (2 & 4 SLOT)

ROUND DIFFUSER
Features:
 • Heavy gauge spun steel
 • Three position cone
•  Adjustable horizontal discharge pattern
 • White powder coat finish

Model RNR

  CFM  Radial Blade Butterfly
 Size Range Price Damper Damper   
 6” Neck 100-200 $103.00 $14.00 $17.00
 8” Neck 150-300 $108.00 $16.00 $21.00
 10” Neck 300-500 $119.00 $17.00 $26.00
 12” Neck 500-650 $135.00 $18.00 $33.00
 14” Neck 650-850 $153.00   $40.00

E= OUTSIDE DIAMETER

CEILING OPENING = NOM. + 1/2" (13)

D= NOMINAL DUCT DIAMETER

D-1/8" (3)

1 1/4" (32)

A (DOWN POSITION)

B (UP POSITION)

  Size A B E   

 6 1C⁄v” 1¹⁄,” 11B⁄,”

 8 2¹⁄,” 1¹⁄x” 14C⁄,”

 10 2M⁄,” 2¹⁄,” 1715⁄z₆”

 12 3¹⁄,” 2C⁄,” 21B⁄,”

 14 3C⁄,” 2B⁄,” 25¹⁄v”

Model 5710I
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Beveled Surface Mount

DIRECTIONAL DIFFUSERS

Features:
 • Square neck, removable core
 • Various throw patterns available
 • White baked powder coat finish
 • Lay-in panel
 • Beveled surface mount

T-Bar Lay-In

C⁄v” Flanged – Grille Mount
 Diameter Price Diameter Price
 6” x 6” x 6” Round $23.00 12” x 12” x 6” Round $31.00
 8” x 8” x 6” Round $25.00 12” x 12” x 8” Round $31.00
 8” x 8” x 8” Round $25.00 12” x 12” x 10” Round $38.00
 9” x 9” x 6” Round $26.00 12” x 12” x 12” Round $38.00
 9” x 9” x 8” Round $26.00 15” x 15” x 12” Round $40.00
 10” x 10” x 6” Round $30.00 15” x 15” x 14” Round $40.00
 10” x 10” x 8” Round $30.00 22” x 10”  Blank $25.00
 10” x 10” x 10” Round $30.00 22” x 22”  Blank $35.00
  Additional sizes available upon request

Square to Round Adaptors

Model 6500

SCHEDULE TYPE:
PROJECT:
ENGINEER:
CONTRACTOR:

DATE B SERIES SUPERSEDES DRAWING NO.

1 - 16 - 17 6500 8 - 17 - 16 6500-3

PATTERN CEILING DIFFUSERS
STEEL • SQUARE, RECTANGULAR OR
ROUND NECK
MODELS: 6500 AND 6500-O  TYPE L

Nailor Industries Inc. reserves the right to change any information concerning product or pricing without notice.

Dimensions are in inches (mm).

DESCRIPTION:
1. Material: Corrosion-resistant steel.
2. Model 6500 is a high capacity ceiling diffuser available in 1, 2, 3 or 

4-way blow patterns to provide a tight horizontal airflow pattern from
maximum to minimum airflow. Ideal for VAV applications. 

3. Spring-loaded removable core.
4. Standard finish is AW Appliance White.
OPTIONS:
SQUARE AND RECTANGULAR NECK
� Steel opposed blade damper. Model 6500-O.
ROUND NECK
� SR Square to round transition collar
� SR-O Square to round transition collar for use over O.B.D.
� 4275 Radial Opposed Blade Damper (round)
� 4250 Radial Sliding Blade Damper (round)
� 4675 Butterfly Damper (round)
EXTERNAL INSULATION
� EX External Foil-Back Insulation, installed-R-4.2.
� MIB Molded Insulation Blanket, -R-6.0. (‘MIB’ is available for 

Frame Types L, TL and F with a 24 x 24 CM only, 15 x 15 
max. neck size and a ‘SR’ square-to-round transition collar).

OPTIONAL FINISH:
� SP Special. Specify  ____________ .

4-WAY

3-WAY

A

B

B

A

B

A

(A is greater than B) (B is less than A
but greater than A/2)   

(B is equal to A/2) (B is less than A/2)

2-WAY
CORNER

2-WAY

1-WAY

SQUARE RECTANGULAR

B

A
3A1 3A2

2E 2F

3B 3E

4B4A

3A

2G

2A 2B2S

1A 1B1S

4C

3H

CORE STYLE SELECTION

Patterns are shown in plan view (looking down into inlet).

NOMINAL DUCT SIZE - 1/4" (6)

OPTIONAL
OPPOSED BLADE
DAMPER

REMOVABLE CORE SPRING 1 1/2" (38)

CM = CEILING MODULE

CM - 1/4" (6)

4 
1/

4"
 (1

08
)

2 
1/

2"
 (6

4)

� TYPE L LAY-IN T-BAR

If the ceiling module is more than 3" (76) larger than the neck
size of the diffuser in either or both dimensions, a module sized
extended panel will be added.
Minimum duct size: 6 x 6 (152 x 152).
Maximum duct size: see table.
Available in 3" (76) increments only.

IMPERIAL MODULES METRIC MODULES
Imperial Units (in.) Metric Units (mm) Metric Units (mm)

Maximum Maximum MaximumCM Duct Size CM Duct Size CM Duct Size
12 x 12 9 x 9 305 x 305 229 x 229 300 x 300 152 x 152
20 x 20 15 x 15 508 x 508 381 x 381 500 x 500 381 x 381
24 x 12 21 x 9 610 x 305 533 x 229 600 x 300 457 x 152
24 x 24 21 x 21 610 x 610 533 x 533 600 x 600 457 x 457
48 x 24 45 x 21 1219 x 610 1143 x 533 1200 x 600 1067 x 457

SCHEDULE TYPE:
PROJECT:
ENGINEER:
CONTRACTOR:

DATE B SERIES SUPERSEDES DRAWING NO.

11 - 24 - 16 6500 5 - 11 - 15 6500-1

PATTERN CEILING DIFFUSERS
STEEL • SQUARE, RECTANGULAR OR
ROUND NECK
MODELS: 6500 AND 6500-O  TYPES S & B

Nailor Industries Inc. reserves the right to change any information concerning product or pricing without notice.

Dimensions are in inches (mm).

DESCRIPTION:
1. Material: Corrosion-resistant steel.
2. Model 6500 is a high capacity ceiling diffuser available in 1, 2, 3 or 

4-way blow patterns to provide a tight horizontal airflow pattern from
maximum to minimum airflow. Ideal for VAV applications. 

3. Spring-loaded removable core.
4. Standard finish is AW Appliance White.
OPTIONS:
SQUARE AND RECTANGULAR NECK
� Steel opposed blade damper. Model 6500-O.
ROUND NECK
� SR Square to round transition collar
� SR-O Square to round transition collar for use over O.B.D.
� 4275 Radial Opposed Blade Damper (round)
� 4250 Radial Sliding Blade Damper (round)
� 4675 Butterfly Damper (round)
EXTERNAL INSULATION
� EX External Foil-Back Insulation, installed-R-4.2.
OPTIONAL FINISH:
� SP Special. Specify  ____________ .

4-WAY

3-WAY

A

B

B

A

B

A

(A is greater than B) (B is less than A
but greater than A/2)   

(B is equal to A/2) (B is less than A/2)

2-WAY
CORNER

2-WAY

1-WAY

SQUARE RECTANGULAR

B

A
3A1 3A2

2E 2F

3B 3E

4B4A

3A

2G

2A 2B2S

1A 1B1S

4C

3H

CORE STYLE SELECTION

Patterns are shown in plan view (looking down into inlet).

NOMINAL DUCT SIZE + 4 3/4" (121)

CEILING OPENING = NOMINAL DUCT SIZE + 3" (76)

NOMINAL DUCT SIZE - 1/4" (6)

OPTIONAL
OPPOSED BLADE
DAMPER

REMOVABLE CORE SPRING

4 
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4"
 (1

08
)

2 
1/

2"
 (6

4)

1 1/2" (38)

1/4"�
(6)

NOMINAL DUCT SIZE - 1/4" (6)

OPTIONAL
OPPOSED BLADE
DAMPER

REMOVABLE CORE SPRING

4 
1/

4"
 (1

08
)

2 
1/

2"
 (6

4)

1 1/2" (38)

NOMINAL DUCT SIZE + 5 1/2" (140)

CEILING OPENING = NOMINAL DUCT SIZE + 1" (25)

1 1/4"�
(32)

� TYPE S • SURFACE MOUNT • FLAT FRAME
Minimum duct size: 6 x 6 (152 x 152)
Maximum duct size: 36 x 36 (914 x 914) 
or 36 x 24 (914 x 610) with O.B.D.
Available in 3" (76) increments only.

� TYPE B • BEVELED DROP FACE 
• SURFACE MOUNT

Minimum duct size: 6 x 6 (152 x 152)
Maximum duct size: 36 x 36 (914 x 914) 
or 36 x 24 (914 x 610) with O.B.D.
Available in 3" (76) increments only.

    Patterns Stocked  CFM Surface Lay in Damper 
 Size 4A 3A 2S 1S 2G Range Mount  OBD  
 6” x 6” • • • • • 100-200 $43.00 $69.00 $17.00
 9” x 9” • • • • • 150-400 $51.00 $78.00 $22.00
 12” x 12” • • • • • 300-600 $71.00 $97.00 $24.00  
 15” x 15” •     500-900 $94.00 $120.00 $34.00
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Model 4320F

SUPPLY / RETURN AIR DIFFUSERS

 Features:
• Supply perforated face
 • Round neck
 • Lay-in frame
 • White powder coat finish

 Features:
• Aluminum eggcrate construction
 • ¹⁄x” x ¹⁄x” x ¹⁄x” grid size
 • White powder coat finish

Aluminum
Egg Crate – Core Only

¹⁄x” x ¹⁄x” x ¹⁄x”
Non-Ducted Returns

       24” x 24” Lay-In Panel  Radial Blade Butterfly
  Size CFM Range Price Damper Damper   
 6” Neck 0-150 $56.00 $14.00 $17.00
 8” Neck 0-250 $56.00 $16.00 $22.00
 10” Neck 0-400 $56.00 $17.00 $26.00
 12” Neck 0-600 $56.00 $18.00 $33.00
 14” Neck 0-800 $56.00  $40.00
 22” x 10” 0-1200 $37.00 $34.00 (OBD)
 22” x 22” 0-2800 $47.00 $56.00 (OBD)
  24” x 12” Plaster Frame $39.00 
  24” x 24” Plaster Frame $44.00
  Model 4302 24” x 12” Perforated face only $42.00
  Model 4302 24” x 24” Perforated face only $31.00

 Features:
• Return perforated face
 • Round neck
 • Lay-in frame
 • White powder coat finish

   Opposed Blade Aluminum
 Size CFM Range Price Damper Core Only  
 6” x 6” 0-200 $19.00 $17.00 
 8” x 8” 0-400 $21.00 $17.00 
 10” x 10” 0-600 $28.00 $22.00
 12” x 12” 0-900 $33.00 $24.00
 14” x 14” 0-1100 $37.00 $30.00
 16” x 16” 0-1500 $52.00 $34.00    
 22” x 10” T-Bar 0-2000 $41.00 $34.00 24” x 12” $28.00 
 22” x 22” T-Bar 0-3000 $81.00 $56.00 24” x 24” $52.00 
 46” x 22” T-Bar 0-5500 $191.00     

Model 4360

Model 51EC  24” x 24” Lay-In Panel

     24” x 24” Lay-In Panel   Radial Blade Butterfly
  Size CFM Range Price Damper Damper

 6” Neck 50-150  $66.00 $14.00 $17.00
 8” Neck 100-200  $66.00 $16.00 $21.00
 10” Neck 150-300  $66.00 $17.00 $26.00
 12” Neck 200-400  $66.00 $18.00 $33.00

 14” Neck 300-500  $66.00  $40.00 
 24 x 24 Plaster Frame $44.00
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   Max. CFM Sq. Ft. of
 Size @ 800 FPM Free Area Price

 12” x 12” 256 0.32 $168.00
 16” x 12” 468 0.59 $186.00
 16” x 16” 576 0.72 $206.00
 18” x 12” 412 0.52 $186.00 
 18” x 18” 796 1.00 $232.00
 24” x 12” 576 0.72 $204.00
 24” x 16” 912 1.14 $230.00
 24” x 24” 1584 1.98 $283.00
 30” x 30” 2609 3.26 $432.00
 36” x 24” 2456 3.07 $363.00
 36” x 36” 3896 4.87 $516.00
 48” x 24” 3040 3.80 $418.00
 48” x 36” 5280 6.60 $629.00
 48” x 48” 7248 9.06 $750.00

Features:
 • Aluminum bird screen
 • Channel frame
 • 4” deep, drainable blade
 • Mill finish
 • AMCA certified performance

    Size Price 
 8” x 8” $94.00
 12” x 12” $111.00
 14” x 14” $134.00
 16” x 8” $111.00
 16” x 12” $119.00
 16” x 16” $134.00
 18” x 12” $128.00
 18” x 18” $168.00
 20” x 20” $168.00
 22” x 22” $202.00

Features:
 • Aluminum construction
 • Heavy duty channel frame
 • Inter connected blade linkage
 • Counter balance available
 • AMCA certified performance

 Size Price

 8” x 7C⁄v” $128.00
 12” x 4C⁄v” $125.00
 12” x 7C⁄v” $148.00
 16¹⁄x” x 4C⁄v” $139.00
  16¹⁄x” x 7C⁄v” $170.00

Features:
 • Extruded aluminum
 • Blades at 45°
 • Masonry grip at top and bottom
 • Insect screen
 • Additional sizes, styles, and finishes   
  available, allow 7-10 days for delivery

 Size Price 
 24” x 12” $134.00 
 24” x 16” $155.00
 24” x 24” $202.00
 28” x 28” $241.00
 30” x 30” $279.00
 36” x 24” $239.00
 36” x 36” $313.00
 48” x 24” $405.00*
 48” x 48” $736.00*

ALUMINUM BACKDRAFT DAMPERS

ALUMINUM BRICK VENTS

EXTRUDED ALUMINUM LOUVERS

* Consists of 2-Piece Sections
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Features:
 • Frame: 5” x M⁄,” x 16 gauge galvanized   
  steel formed hat channel with frame  
  mounting holes.
 • Blades: 6” wide 16 gauge galvanized steel   
  on 5¹⁄x” centers - vinyl seals
 • Linkage: Concealed side
 • Bearings: ¹⁄x” diameter celcon
 • Axles: ¹⁄x” diameter plated steel
 • Drive Shaft: Lock on 6” x ¹⁄x” diameter    
  plated steel, right hand drive
 • Jamb Seals: Flexible compressible metal

 Operator Model Voltage Max. Sq. Ft. Rating Price 
 120V Actuator 120 6 $375.00 
 24V Actuator 24 6 $375.00 
 120V Actuator Hi-Torque 120 28 $750.00 
 24V Actuator Hi-Torque 24 28 $750.00 
 Hand Quad   $50.00 
Actuator mounts directly on damper shaft. No additional linkage required.

     Size Price 
 10” x 10” $124.00
 12” x 12” $124.00
 16” x 8” $129.00
 16” x 12” $133.00
 16” x 16” $154.00
 18” x 12” $136.00
 18” x 18” $200.00
 24” x 12” $145.00

     Size Price 
 24” x 16” $171.00
 24” x 24” $238.00
 30” x 30” $325.00
 36” x 24” $269.00
 36” x 36” $376.00
 48” x 24” $301.00
 48” x 36” $423.00
 48” x 48” $539.00

 Size Price
 12” x 12” $700.00
 18” x 18” $810.00
 24” x 12” $850.00 
 24” x 24” $950.00

Features:
 • Vertical/horizontal mounting
 • 120VAC actuator
 • Class I leakage @ 350°F
 • 16” sleeve length
• 20 gauge sleeve
• 165°F fusible link

AIR CONTROL DAMPERS / LOW LEAKAGE

COMBINATION FIRE / SMOKE DAMPERS
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 Features:
• Model 75AH 1¹⁄x Hour
 • UL listed
 • Galvanized steel construction with UL listed 165°F links
 • Vertical or horizontal mounting
 • Stainless steel springs assure closing against airflow

 Size Price 
 6” x 6” $29.00
 8” x 6” $31.00
 8” x 8” $33.00
 10” x 4” $33.00
 10” x 6” $33.00
 10” x 8” $35.00
 10” x 10” $38.00
 12” x 6” $35.00
 12” x 8” $38.00
 12” x 10” $40.00
 12” x 12” $42.00
 14” x 6” $40.00
 14” x 8” $42.00

Features:
 • Model 75CH Round 1¹⁄x Hour
 • UL listed Fire Damper
 • Galvanized steel with welded construction
 • UL listed 165°F links

 Features:
• Round Ceiling Radiation Damper
 • UL Classified
 • Galvanized steel blades
 • Roll-formed collar: galvanized steel is standard

 Size Price 
 14” x 10” $44.00
 14” x 12” $46.00
 14” x 14” $55.00
 16” x 6” $40.00
 16” x 8” $42.00
 16” x 10” $44.00
 16” x 12” $46.00
 16” x 14” $55.00
 16” x 16” $55.00
 18” x 6” $44.00
 18” x 8” $47.00
 18” x 10” $51.00
 18” x 12” $58.00

 Size Price 
 18” x 18” $71.00
 20” x 6” $44.00
 20” x 8” $47.00
 20” x 10” $51.00
 20” x 12” $58.00
 20” x 16” $64.00
 20” x 20” $71.00
 22” x 10” $58.00
 22” x 22” $87.00
 24” x 6” $49.00
 24” x 8” $55.00
 24” x 10” $58.00
 24” x 12” $64.00

 Size Price 
 24” x 16” $69.00
 24” x 24” $87.00
 30” x 6” $64.00
 30” x 8” $65.00
 30” x 12” $71.00
 30” x 30” $134.00
 36” x 12” $78.00
 36” x 18” $105.00
 36” x 24” $116.00
 36” x 36” $158.00
 48” x 24” $150.00
 

 Size Price
 6” Round $72.00
 8” Round $81.00
 10” Round $94.00 
 12” Round $103.00
 14” Round $134.00
 16” Round $150.00

Ceramic Fire Blanket 24 x 24  $37.00
165° Links  $8.00
212° Links  $8.00

 Size Price
 6” Round $38.00
 8” Round $41.00
 10” Round $42.00 
 12” Round $55.00
 14” Round $60.00

UL FIRE DAMPERS & RADIATION DAMPERS

Model 75AH

Model 75CH

Model 55EA
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DUCT ACCESS DOORS

Features:
Door Panel: 24 gauge galvanized steel (22 Gauge on 
 14 x14 and larger)
Frame: 24 gauge galvanized steel
Insulation: 1” thick fiberglass .75# density
Gasket: ¹⁄,” neoprene
Latches: Zinc plated
Cam: Camlock fasteners

Features:
Material: 16” x 16” and smaller: 
 16 gauge door, 18 gauge mounting frame. 
 Over 16” x 16”: 14 gauge door:
 16 gauge mounting frame
Door Panel: Flush to frame - round safety corners
Hinge: Continuous, concealed
Latch: Screwdriver operated cam latch
Finish: Steel: 5 stage iron phosphate preparation with  
 prime coat of white baked enamel

Features:
Material: Steel: 16 gauge door, 16 gauge mounting frame
Door: Flush to frame with reinforced edges
Frame: Flange to be 1” wide, mounting frame to have  
 anchor straps
Hinge: Concealed
Fire Rating: UL - 1¹⁄x hour “B” label
Latch: Self latching ring pull
Finish: Steel: 5 stage iron phosphate preparation with  
 prime coat of white baked enamel

 Model Size Price

 CAD 6” x 6” $32.00
  8” x 8” $36.00
  10” x 10” $39.00
  12” x 12” $43.00
  14” x 14” $47.00
  16” x 12” $58.00
  16” x 16” $58.00
  18” x 18” $62.00
  20” x 20” $67.00
  24” x 24” $79.00

 Model Size Price 
 UF5000 8” x 8” $50.00
  12” x 12” $55.00
  14” x 14” $77.00
  16” x 16” $84.00
  18” x 18” $92.00
  24” x 24” $128.00

 Model Size Price  
 FB5060 12” x 12” $224.00
  16” x 16” $280.00
  18” x 18” $294.00
  24” x 24” $358.00

DRYWALL ACCESS DOORS

DRYWALL ACCESS DOORS–FIRE RATED

Model CAD

Model UF-5000

Model FB 5060
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GASKETED SPIRAL PIPE & FITTINGS

Spiral Pipe Couplings 90° Elbows 45° Elbows

End Caps Reducers Saddle Taps Tees

 Size Spiral Pipe Couplings 90° Elbows 45° Elbows End Caps Reducers Saddle Taps Tees 

  4” $26.00 $5.00 $33.00 $30.00 $17.00 $44.00 $71.00 *
 5” $32.00 $16.00 $25.00 $22.00 $15.00 * * *
 6” $38.00 $17.00 $28.00 $24.00 $15.00 $34.00 $32.00 $178.00
 7” $44.00 $18.00 $32.00 $27.00 $17.00 * * *
 8” $50.00 $18.00 $35.00 $29.00 $17.00 $39.00 $37.00 $192.00
 9” $55.00 $20.00 $40.00 $33.00 $19.00 * * *
 10” $61.00 $20.00 $45.00 $36.00 $20.00 $45.00 $44.00 $209.00
 12” $73.00 $22.00 $61.00 $43.00 $24.00 $48.00 $48.00 $223.00
 14” $85.00 $26.00 $77.00 $53.00 $27.00 $54.00 $53.00 $260.00
 16” $121.00 $27.00 $93.00 $63.00 $31.00 $60.00 $59.00 $275.00
 18” $135.00 $29.00 $186.00 $144.00 $69.00 $102.00 $150.00 $290.00
 20” $150.00 $30.00 $217.00 $173.00 $74.00 $108.00 * $305.00
 22” $164.00 $39.00 $278.00 $219.00 $88.00 $130.00 * *
 24” $179.00 $42.00 $317.00 $252.00 $95.00 $142.00 * *

Price per 10’ Length

• Larger sizes (up to 70”) & heavier gauges available
 • Optional materials - Stainless steel, PVC, paint grip, aluminum
 • Optional construction - Double wall, solid or perforated liner, insulated
• Meets all SMACNA Standards

* Pricing available upon request

Note: All 4” Fitting Non-Gasketed

Spiral Duct Grilles

• Double Deflection
• Adjustable Blades
• Extruded Aluminum

Spiral Access Doors

 Diameter Range Price

 8” x 4” 5-6” ø $63.00

 8” x 4” 7-9” ø $63.00

 12” x 8” 10” ø $89.00

 12” x 8” 12-14” ø $89.00

 12” x 8” 15-16”ø $89.00

 16” x 12” 20”ø $123.00

  Duct  

 Size Dia. Min. Price

 12” x 4” 10” $130.00

 18” x 4” 10” $163.00

 12” x 6” 12” $140.00

 18” x 6” 12” $180.00
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SNAP LOCK PIPE & FITTINGS

Snap-Lock (Galv & Alum) Reducers (Galv) Adjustable 90° (Galv & Alum)

End Caps Damper with Handle

Air Tight (ATP/ATD*)

Bellmouth (BM/BMD*)

Side Takeoff (STO/STOD*)

 Size ATP ATD* BM BMD* STO    STOD* Reducers 

 4” $8.00 $14.00 $34.00   $30.00 $44.00
 5”  $14.00 $33.00 $40.00 $15.00 $31.00 $17.00
 6” $10.00 $14.00 $28.00 $33.00 $17.00 $31.00 $19.00
 7”  $15.00 $35.00 $42.00 $17.00 $35.00 $20.00
 8” $12.00 $16.00 $33.00 $38.00 $18.00 $36.00 $22.00
 9”  $18.00 $44.00 $54.00 $19.00 $49.00 $23.00
 10” $14.00 $18.00 $41.00 $48.00 $19.00 $50.00 $25.00
 12” $16.00 $24.00 $52.00 $58.00 $20.00 $63.00 $27.00
 14” $17.00 $30.00 $79.00 $88.00 $22.00 $73.00 $30.00
 16” $20.00 $50.00 $114.00 $169.00 $30.00 $101.00 $32.00
 18” $59.00 $88.00 $125.00 $185.00    

Snap Lock Pipe

*Fitting includes balancing damper

 Size 26GA-24” 26GA-60” Alum Pipe-60” Alum Adj. 90° Adj 90° 26GA End Cap Damper   

 4” $8.00 $16.00 $35.00 $22.00 $6.00 $8.00  
 5” $9.00  $18.00   $7.00 $8.00   
 6” $11.00 $23.00 $60.00 $35.00 $8.00 $9.00 $6.00
 7” $13.00 $26.00   $9.00 $9.00  

 8” $13.00 $25.00   $10.00 $10.00 $7.00  
 9” $17.00 $33.00   $14.00 $10.00  
 10” $19.00 $38.00   $15.00 $10.00 $8.00
 12” $22.00 $44.00   $20.00 $12.00 $10.00
 14” $29.00 $57.00   $35.00 $14.00 $13.00
 16” $30.00    $38.00 $18.00 $16.00
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FLEXIBLE AIR DUCT CLASS 1/ THERMAFLEX

 Model Material Length Max. Dia. Pack Qty Price

 PLT 9 Nylon 36” 9” 50 $35.00

 PLT 13 Nylon 48” 13” 50 $88.00

 SS 8 Stainless 27” 8” Each $5.00

 SS 12 Stainless 40” 12” Each $6.00

Reinforced Silver Jacket

Pressure Ratings
Positive: Up to 10” W.G.
Negative: Up to 1” W.G.

Velocity: 5000 fpm

Temperature Range: -20°F to 250°F

Material: Outer vapor barrier made of a bi-
directional reinforced metalized silver jacket. 
Insulated with a thick blanket of fiberglass 
insulation. Inner core formed with laminated 
polyester film encapsulating a heavy corrosion 
resistant steel wire helix.

Non-Insulated Silver Connector

Pressure Ratings
Positive: Up to 10” W.G.
Negative: Up to 1” W.G.

Velocity: 5000 fpm

Temperature Range: -20°F to 250°F

Material: The corrosion resistant spring steel 
wire helix is laminated with multiple layers 
of clear and metalized polyester film, fully 
laminated with adhesive.

   KM Silver Jacket  MC
 Size  R 4.2                     Non-Insulated 

 4” Round $60.00  $33.00

 5” Round $69.00    $40.00

 6” Round $78.00  $43.00

 7” Round $86.00    $51.00

 8” Round $93.00  $58.00

 9” Round $105.00    $67.00

 10” Round $116.00   $75.00

 12” Round $141.00   $95.00

 14” Round $171.00   $120.00

 16” Round $201.00   $153.00

 18” Round $233.00   $177.00

 20” Round   $284.00   $213.00

KM Flex-Vent MC Flex-Vent

Duct Ties and Clamps

Pricing per 25ft increments
R 8 Available, Call for Pricing 



31P: (412) 449-1341  or  P: (412) 449-1342  •  Fax: (412) 821-7350 All dimensions shown in inches

EPDM Rubber Caps for New Installations with Stainless Steel Clamps

PP126
(1)-2” to 6” Pipes

PP481
(4)-C⁄," to 1" pipes

PP412
(4)-1” to 2” pipes

PP212
(2)-C⁄," to 1" pipes
(2)-1” to 2” pipes

Aluma-Flash Portal System Base, Cap, Clamps

Deck Mate for Exposed Metal Roof Systems

Double Opening

 Model OD of Dia. of Hgt. of
  Pipe Flange Flashing Price 
 DMI C⁄,” - 2” 3” 4C⁄v” $50.00
 DM3 ¹⁄v” - 4” 4” 7C⁄v” $65.00
 DM5 4” - 7” 5” 10C⁄v” $98.00
 DM7 6” - 11” 6” 14¹⁄x” $146.00
 DM8 7” - 13” 6” 16¹⁄x” $190.00
 DM9 10” - 18” 8” 25C⁄,” $310.00

  Note: All pricing shown above includes stainless steel clamp.

• Complete pipe portal includes curb, caps, cover and stainless steel clamps
• Multiple pipe portals available upon request - 3 thru 5 caps Misc.

Cap Only $90.00 
Single Cover Only $100.00
N55 - Cap w/Cover & Clamps $227.00
N182 - Cap w/Cover & Clamps $365.00      
(Utilizes 20”x 20” Curb) See pg. 32 

Single Opening

PIPE PORTAL SYSTEM FOR NEW AND RETROFIT INSTALLATIONS

CPP212

AFPP212 $225.00

$310.00

 Model Cap Price 

 AFPP126 1 Pipe 2” - 6” $225.00
  2 Pipe C⁄,” - 1” 

  2 Pipe 1” - 2”  

 AFPP412 4 Pipe 1” - 2” $225.00

 AFPP481 4 Pipe C⁄,” - 1” $225.00

 Model Cap Price 

 CPP126 1 Pipe 2” - 6” $310.00
  2 Pipe C⁄,” - 1” 
  2 Pipe 1” - 2” 

 CPP412 4 Pipe 1” - 2” $310.00

 CPP481 4 Pipe C⁄,” - 1” $310.00

 Double Pipe Portal Up to 8 Pipes $580.00
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Standard Construction
 • 18 gauge galvanized steel
 • 1¹⁄x” 3 Lb. density fiberglass insulation
 • Wood nailer
 • Unitized construction
 • All welded construction
 • Self-flashing design

Note: Custom sizes available 7-8 days shipping

 12” High Curbs Price 

 12” x 12” $120.00

 16” x 16” $140.00

 19” x 19” $150.00
 20” x 20” $160.00

 22” x 22” $170.00

 27” x 27” $200.00

 27.5” x 12” (Double Portal) $200.00

 18” High Curb 
 12” x 12” $150.00

Standard Construction
 • 18 gauge galvanized steel
 • Unitized construction
 • All welded construction
 • Wood nailer with counter flashing
 • Self-flashing design

Note: Custom sizes available 7-8 days shipping

 Length Price  
 24” $160.00

 36” $190.00

 60” $260.00

Nom.

ROOF CURBS

EQUIPMENT RAILS
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 • Constructed of a totally rustproof   
  aluminum alloy that is weldable
 • Working temperature 650° - 700°F
 • Lock the slide in any position
 • Two piece casting will permit easy  
  disassembly for maintenance and   
  difficult installations

 Size A B C D E F G H K L Price 

 3” 2M⁄,” 5¹⁄v” 1C⁄v” 2C⁄,” 4C⁄v” 4” 3C⁄,” 1C⁄,” 2B⁄,” M⁄z₆” $29.00

 4” 3M⁄,” 6C⁄v” 2¹⁄v” 3¹⁄x” 6C⁄v” 5” 4C⁄,” 1¹⁄,” 3C⁄v” B⁄z₆” $31.00

 5” 4¹B⁄z₆” 8B⁄,” 2C⁄v” 5” 9¹⁄v” 6” 5C⁄,” 1¹⁄,” 4B⁄,” C⁄,” $43.00

 6” 5¹B⁄z₆” 10¹⁄v” 3¹⁄v” 5¹⁄v” 10” 7¹⁄v” 6¹⁄x” 1¹⁄x” 5B⁄,” C⁄,” $46.00

 7” 6M⁄,” 11¹⁄v” 3C⁄v” 5C⁄v” 11C⁄v” 8” 7¹⁄v” 1¹⁄v” 6C⁄v” C⁄,” $73.00

 8” 7¹B⁄z₆” 12B⁄,” 4¹⁄v” 6C⁄v” 14” 9B⁄,” 8C⁄,” 1C⁄v” 7¹⁄x” M⁄z₆” $80.00

 9” 8M⁄,” 16” 5” 7B⁄,” 15C⁄v” 10C⁄v” 9¹⁄x” 2” 8⁹⁄z₆” M⁄z₆” $118.00

 10” 9¹B⁄z₆” 17M⁄,” 5C⁄v” 7B⁄,” 17” 11C⁄v” 10¹⁄x” 2¹⁄,” 9¹⁄x” ⁹⁄z₆” $143.00

 12” 11M⁄,” 20¹⁄x” 6¹⁄x” 10¹⁄x” 21C⁄v” 13C⁄v” 10¹⁄x” 2¹⁄x” 11¹⁄x” ¹⁄x” $161.00

BLAST GATE CUT-OFFS FULL GATE STYLE

100% RTV SILICONE SEALANT  
(9.5oz. Tubes) Aluminum color 
    Price      $11.00

SEALANT WATER BASED 

(1 Gallon) Grey color
     Price     $35.00

(10.3oz. Tubes) Grey color 
     Price     $10.00

Features:
• Qualifies for LEED® Credit 
• Very User Friendly 
• Resists Mold and Mildew 
• For Outdoor and Indoor Use 
• Does Not Drip and Sag 
• Paintable 
• UL 181 A-M B-M listed 
• Tested in accordance with and meets 
  requirements of NFPA 90A & 908 
• Meets Requirements of UL 723 
• Meets Requirements of  
    ASTM E-84 (0Flame/0 Smoke) 
• When Dry, Adheres well to surface 

• Almost No Shrinkage 
• Excellent Resistance to Water and U.V. 
• Resists Cracking and Peeling 
• Made in the USA 
• Union made Yellow Label 
• Meets FDA Approval Requirements 

Features:
• Qualifies for LEED® Credit 
• 1000/o Anti-Microbial Formula 
• Food Grade Compliant 
• FDA/USDA Compliant 
• Non-Sag & Slump 
• Bond to clean metal, glass, many types of  
  wood, silicone resins, vulcanized silicone 
  rubber, ceramics and plastic surfaces  
   without priming. 
• Provides mildew resistance on sealant surface  
  Ready to use, labor cost reduction. 
• Excellent flexibility for dynamic joint movement  
    and dissimilar materials. 
• Wide service temperature durability. It may  
   be applied in sub-zero weather without loss of  
  extrusion or physical property characteristics.

SEALANTS AND ADHESIVE APPLICATIONS
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Double Wall Vane
2” x 10 Ft. Pieces

   Price    $22.00

DUCT ACCESSORIES

Flexible Duct Connector
ZLL (100 Ft.)
3” metal, 3” fabric, 3” metal

   Price    $380.00

Two Way Gripper (125 lbs) 

  Price     $4.00 Product Data Sheet

TWO WAY GRIPPER

Description

Standard Construction

Construction
Unit Body - Zinc (z-3)
Inner components - Steel
Wire - Electro galvanized steel

Features
ASTM E8 & A370 Approved
Complies with SMACNA Upper and Lower attach-
ment standards if used in strict accordance with 
manufacturer’s installation instructions
5 to 1 Safety Factor
Open Bore for ease of use
Extra hanging configurations and angles
Effortless hand adjustment
Extra wire holes provide clean aesthetics

ALL STATED SPECIFICATION ARE SUBJECT TO CHANGE WITHOUT NOTICE OR OBLIGATION

Elgen’s Two Way Gripper is a steel cable hang-
ing system. It is intended to add a simpler way of 
suspending ductwork. With it’s 5 to 1 safety factor 
and ease of use, the Two Way Gripper is the ideal 
hanging system for both the contractor and building 
owner.

Packaging

Guarantee
All Elgen products are guaranteed by Elgen 
Manufacturing against defective material.

Elgen Manufacturing
10 Railroad Ave, Closter NJ 07624
Tel: 800.503.9805 :: Fax: 201.964.9030
info@elgenmfg.com :: www.elgenmfg.com

Size Pcs Per Bag Pcs Per Bkt Bkts Per Pallet

TWG 125 10 500 48

TWG 250 10 400 48

TWG 650 4 120 36

Size Wire Rope Working Load Configuration

TWG 125 WR 10 125 lbs 7x7

TWG 250 WR 20 250 lbs 7x7

TWG 650 WR 30 650 lbs 7x19

* Never exceed the suggested working load weight limit
*Do not apply any lubricants or paint to wire or unit itself
*Do not install wire over abrasive edges or surfaces
*Do not use in corrosive environments

***Consult with your local Elgen Representative for any concerns

CAUTION

Wire Rope Used With Length Configuration

WR 10 TWG 125 500’ 7x7

WR 20 TWG 250 500’ 7x7

WR 30 TWG 650 500’ 7x19

WIRE ROPE WITH FIXED 3” LOOP 
WR10310 TWG 125 10’ 7x7

WR10315 TWG 125 15’ 7x7

WR10330 TWG 125 30’ 7x7

WR20310 TWG 250 10’ 7x7

WR20315 TWG 250 15’ 7x7

WR20330 TWG 250 30’ 7x7

Wire Rope w/ Fixed 3” Loop 
10ft Long (125 lbs) 

   Price     $3.00

Wire Rope 500ft Spool (125 lbs) 

   Price     $134.00

Starter Kit (Rated for 125 lbs) 
Includes: 
•  5 Gallon Bucket with Lid Counter
•   500 ft Spool of Wire
•   100 Grippers
•   Cutting Tool

  Price     $760.00

Tape
Duct Tape - Gray
2” x 180 Ft. Roll 

Aluminum Tape 
3” x 50 Ft. Roll  4M 

FSK Foil Face
3” x 100 Ft. Roll           

Price     $28.00

Price     $24.00  

Price     $23.00  

E-Z Rail
2” x 10 Ft. Pieces

   Price    $23.00



PRODUCT LINE

AMERICAN WARMING   
& VENTILATING ................ Louvers, Commercial & Industrial Access Doors, Control Dampers, Acoustical Louvers, Louvered Penthouses 

BERKO ............................. Electric Heat

BERNER  
INTERNATIONAL  
CORPORATION ................. Air Doors, Air Curtains, Strip Doors, Air Entrance Systems, Door Heaters 

BOUSQUET  
TECHNOLOGIES ............... Custom Air Handling and Make-Up Air Units 

DENLAR FIRE  
PROTECTION .................... Complete Commercial Fire Protection System 

DONALDSON TORIT ......... Dust Collectors, Fume & Mist Eliminators, Bag House Collectors, Industrial Ductwork, Filters 

HOWDEN .......................... Custom Tunnel Ventilation Fan Systems, Industrial Fans, Industrial Retrofit Fan Applications 

IAC ACOUSTICS ............... Duct Silencers, Acoustical Enclosures, Commercial & Industrial Applications 

IAQ SOLUCTIONS ............. Photo Catalytic Oxidation (PCO) Air Cleaning 

KE FIBERTECH ................. Full Fabric Duct Applications 

KEES ................................ Kitchen, Industrial & Custom Hoods, Make-Up Air Units, Plenum’s, Access Doors, Air Mixers, Mixer Boxes, Roof Hoods,
 Penthouse, Security Products 

LENNOX VRF  ................... VRF Systems, Split Systems, Heat Pumps 

MOVEX ............................. Commercial & Industrial Extractors, Vehicle Exhaust Systems 

MULTIAQUA ..................... Air-Cooled Water Chillers, Ductless Split Systems

NAILOR ............................ GRDs, Displacement Ventilator, Underfloor Air Systems, Life Safety Dampers, VAV and Fan Powered Boxes, 
 Electric Duct Heaters, Control & Motorized Dampers, Surgical OR Ceilings, Fan Filter Units, 
 Critical Environment Systems, Louvers, Access Doors 

NEPTRONIC ...................... Humidifiers, Electric Heaters, HVAC Controls, Electric Actuators, Actuated Valves 

P&G .................................. Bag In Bag Out Filter Housings, Full Containment Systems, Isolation Dampers, Containment Pharmaceutical Modules 

SELKIRK ........................... Breeching’s, Chimney, Flues, Sub Duct Systems 

STULZ .............................. Computer Room Air Conditioning (CRAC), Desiccant Dehumidication , Ultra Sonic Humidification 

SUPERIOR  
RADIANT PRODUCTS ....... Radiant Stick Heaters, Full Radiant Vacuum Systems, Radiant Heaters

SWEGON .......................... Chilled Beams, Perimeter Comfort Systems, Energy Recovery Ventilators, DOAS Units, Air Handling Units 

THERMADUCT .................. Manufactured Rigid Outdoor Ductwork Systems 

THERMAL  
CORPORATION ................. Fan Coils, Air Handling Equipment, Custom Air Units, Filter Housings 

TRIATEK ........................... Critical Controls, Fume Hood Controls, Room Pressure Systems, Venturi Valves, Fume Hoods, Sensors  

TWIN CITY FANS  ............. Commercial & Industrial Fans, Blowers, Energy Recovery Units, Air Circulators, Plenum Fans, Gravity Ventilators, 
 Vent Sets, Vane Axial, Plume Fan Systems, Laboratory Exhaust Fan Systems 

YOUNG REGULATOR ......... Automatic Control Dampers, Manual Control Dampers, Bowden Cable Controllers, Regulators, Zone Dampers 

ZOO FANS ........................ Destratification Fans, High Efficiency Smart Garage Jet Fan Applications, High Velocity Low Speed Fans 

Wire Rope 500ft Spool (125 lbs) 

   Price     $134.00
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